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PIASTRA INDUZIONE PFD27N
SKU: PFD27N

DATI TECNICI

Potenza (Kw) 2.7

Alimentazione 230V/1N/50Hz

Superficie
induttiva

ø 140 ÷ ø 220 mm

Dimensioni
macchina  (mm)

325 x 370 x 105(h) mm

Peso netto (kg) 5

Peso lordo (Kg) 8

Dimensioni imballo
(mm)

430 x 370 x 160(h) mm

Volume imballo
(m3)

0.025

Macchina con sistema di cottura ad induzione di calore dalla piastra al
contenitore (di tipo metallico). Struttura in acciaio inox - piastra in vetroceramica - funzionamento in modalità livelli di potenza o in modalità

temperatura - timer digitale.

https://www.easylinebyfimar.it/power-kw/2-7/
https://www.easylinebyfimar.it/power-supply/230v-1n-50hz/
https://www.easylinebyfimar.it/inductive-surface/o-140-%c3%b7-o-220-mm/
https://www.easylinebyfimar.it/machine-dimensions-mm/325-x-370-x-105h-mm/
https://www.easylinebyfimar.it/net-weight-kg/5/
https://www.easylinebyfimar.it/gross-weight-kg/8/
https://www.easylinebyfimar.it/packaging-dimensions-mm/430-x-370-x-160h-mm/
https://www.easylinebyfimar.it/packaging-volume-m3/0-025/

